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AIRSTROKE™ ACTUATOR 
DESIGN PARAMETER SHEET

PL
EA

SE
 C

U
T 

AL
O

N
G

 D
O

TT
ED

 L
IN

E

1. FORCE REQUIRED:

2. STROKE REQUIRED:

3. AVAILABLE AIR PRESSURE:

4. ANGLE OF MOTION (PLEASE SKETCH):

5.  LATERAL SPACE AVAILABLE FOR
AIRSTROKE ACTUATOR(S):

6. ENVIRONMENTAL CONDITIONS:

7. CYCLE RATE:

8. RESPONSE TIME REQUIRED:

SPECIAL REQUIREMENTS:

REMARKS NAME
COMPANY
ADDRESS
CITY/COUNTRY/CODE
TELEPHONE

DATE

PLEASE SKETCH WITH DIMENSIONS

Please return to your local stocking distributor, or send directly to:
Europe

Firestone Industrial Products, Inc. • Delta 160 • 6825 MV Arnhem •  The Netherlands                                                
or EUIndustrial@Firestoneip.com  TEL: +31 (0) 26 352 98 98

North America
Firestone Industrial Products Company, 250 W. 96th St. • Indianapolis, Indiana 46260 U.S.A.

 or email NAIndustrial@Firestoneip.com  Phone: 1-800-888-0650




